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R=25' MIN

FILTER FABRIC

UNDER QUARRY

SPALLS

12" THICKNESS MIN

4"-8" QUARRY SPALLS

PLACED WITH TOP AT

SUBGRADE IF POSSIBLE.

PROVIDE FULL WIDTH OF

INGRESS/EGRESS AREA.
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100' MIN, EXCEPT MAY BE

REDUCED TO 50' MIN FOR

SITES WITH LESS THAN ONE

ACRE OF EXPOSED SOIL.

NOTES:

1. STONE SIZE- USE 4" STONE OR RECLAIMED OR RECYCLED CONCRETE EQUIVALENT.

2. LENGTH - AS REQUIRED BUT NOT LESS THAN 50' (EXCEPT ON SINGLE RESIDENCE LOT WHERE A 30' MINIMUM LENGTH

WOULD APPLY).

3. THICKNESS - NOT LESS THAN 12"

4. WIDTH - 20' MINIMUM BUT NOT LESS THAN THE FULL WIDTH AT POINTS WHERE INGRESS OR EGRESS OCCURS.

5. "FILTER FABRIC SHALL BE WOVEN STABILIZATION FABRIC WITH A MINIMUM PERMITTIVITY OF 0.9(SEC-1). PLACE FILTER

FABRIC OVER THE ENTIRE AREA PRIOR TO PLACING OF STONE.  FILTER FABRIC IS NOT REQUIRED FOR A SINGLE FAMILY

RESIDENCE LOT"

6. MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR FLOWING

OF SEDIMENT ONTO PUBLIC RIGHT-OF-WAY.  THIS MAY REQUIRE PERIODIC TOP DRESSING WITH ADDITIONAL STONE AS

CONDITIONS DEMAND AND REPAIR AND/OR CLEAN OUT OF ANY MEASURES USED TO TRAP SEDIMENT.  ALL SEDIMENT

SPILLED, DROPPED, WASHED OR TRACKED ONTO PUBLIC RIGHT-OF-WAY MUST BE REMOVED IMMEDIATELY.

7. WHEEL WASHING -  WHEELS SHALL BE CLEANED TO REMOVE SEDIMENT PRIOR TO ENTRANCE ONTO PUBLIC

RIGHT-OF-WAY.  WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA STABILIZED WITH STONE AND WHICH

DRAINS INTO AN APPROVED SEDIMENT TRAPPING DEVICE.

8. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED AFTER EACH RAIN.
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